
 

AMIS 500-DB CELLULAR GLASS 

THERMAL HANGER SHIELD INSERT 
 

FEATURES: 
 

• 2-PIECE 360 DEGREE GALVANIZED CARBON STEEL SHIELDS  

• HEAVY-GAUGE BOTTOM SHEILD FOR MODERATE & HEAVY LOAD REQUIREMENTS 

• CUT CELLULAR GLASS PIPE INSULATION WITH APPLIED VAPOR BARRIER 

• EXTENDED CELLULAR GLASS INSERT FOR SEALING TO ADJACENT INSULATION 

• “PEEL-AND-STICK” SELF-SEALING LONGITUDINAL LAP 

 

 
   

APPLICATION: 
 

AMIS 500 made with cellular glass is designed for use on above-ambient and below-ambient piping systems.  

Manufactured for (but not limited to) typical installation on flat surfaces, strut, clevis hangers, and roller hangers to 

meet MODERATE to HEAVY load requirements.  360-degree galvanized shields provided to allow for clamping if 

necessary. 
 

MATERIAL DATA: 

 
TEMPERATURE RANGE  -450F to +900F 

DENSITY    7.18pcf     ASTM C 303 

WATER ABSORPTION  0.2% BY VOLUME- AVERAGE  ASTM C 240 

COMPRESSIVE STRENGTH  AVG= 90psi    ASTM C 165 

 SURFACE BURNING  FLAME SPREAD 0    ASTM E 84 

     CHARACTERISTICS  SMOKE DEVELOPMENT 0    

COMBUSTIBILITY   NON-COMBUSTIBLE   ASTM E 136 

THERMAL CONDUCTIVITY  Mn TEMP=-50F 0.24 Btu-in/hr-SF-F  

     (PIPE COVERING)  Mn TEMP=   0F 0.27 Btu-in/hr-SF-F  ASTM C 518/C 177 

    Mn TEMP= 75F 0.31 Btu-in/hr-SF-F   

SHIELD PROPERTIES  GALVANIZED CARBON STEEL  ASTM A 527 


